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Quality is our life
within 24 hours response

Professional Design & Research

Quality is our life

within 24 hours response
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ShenZhen Bright Solar Co., Ltd. ¥
4th floor,D building, KeDaSi Industrial Park, | i
GuanLan Town, BaoAn, ShenZhen,China
Tel: +86-755-8638 1663

Fax: +86-755-8638 1665

Cell: +86-13923701171

Skype: angel.solarpower

E-mail: sales@brightsolarpower.net
www.brightsolarpower.net
www.brightsolarpower.net
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ShenZhen Bright Solar Co., Ltd. was established in 2009 ,we
are one of the earliest RV Glass Panel & Flexible Panel & Special
solar panel designer and manufacturer.

We devote ourselves with Research, design , manufacturing
a wide range of Special solar products, such as Flexible Solar
Panel, Portable Solar Panel, Foldable Solar Panel, RV glass
solar panel, Solar Lighting, Solar Charger and Providing a
Whole Solution for Solar Camping & Caravan Kkits, Solar
Moveable House, Solar Bus Stop & Shelters, Portable Solar
System, Solar Boat, Solar Billboard, Solar Golf, Solar Tile,
Sunroof, Solar Charger and Solar Walling lighting, solar lawn

lighting, and soon .

Our manufacturing plant covers an area of 2,000 square
meters. We have more than 80 skilled employees and staff,
including engineers with vast experience in the solar energy field
who are dedicated to improving techniques and advancing
innovation. Currently, we are strengthening our comprehensive
power of design, production, marketing, and strict quality control
in order to meet the challenges arising from the competitive
market.

v OEM and ODM service

v R&D Service

v Customized Solar Products

v Sourcing related Solar Accessories
v Longest Warranty

v Highest Efficiency Solar Cells

v Within 24 Hours Response
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RV Glass Panel Notebook Solar Panel

Introduction to RV Solar Panel: Features:
Bright Solar offers solar modules customized for recreational vehicles(RVs),designed
to meet your electric power demands when you are on the road. Features space and
energy-efficient RV Modules that are designed with full consideration of the
load-bearing,electrical energy and installation requirements of recreational vehicles.
Our RV modules provide safe electric power at minimal wind resistance and marginal
damage to the RV roof structure damage to the RV roof.

* Notebook solar panel

* Dupont ETFE coating

* No Sewing Integrated Lamination
* Light weight

* More lifespan and more durable

* Salt Water Resistance

* Anti Rusting

* UV Resistance

* Highest Translucent

* Type-C Technology

* Built-in smart IC for USB port

* Identify current speed up charging Automatically
* Stable and safty DC output

Features:

* Streamline aluminum design reducing wind resistance and safety hazards.
* Special design tread with stronger grip.

* Special aluminum-plastic Profile can be carved with unique logo.

* 10 Years workmanship and materials warranty.

* OEM&ODM is supported.

SPECIFICATION

NERE

Pmax (W) 80W 100W 120W 140W 160W
Vmp (V) 18V (36V)
Imp (A) 4.44 5.55 6.66 7.77 8.88
Voc (V) 21.6V (43.2V)
Isc (A) 4.80 6.00 7.20 8.40 9.60
Cell efficiency 18.70% 19.60% 20.10% 19.60% 20.70%
Module efficiency 12.50% 14.40% 15.70% 14.80% 15.20% ﬂt
PECIFICATION —
Power tolerance 0~+3% S C C O
Cell Type Mono / 125*%125 Mono / 156*156
Cell quantity 36 Cells 36 Cells 40 Cells 32 Cells 36 Cells Prmax (W) SOW SOW 100W 120W 150W 180W 190W
Size (mm) 1250%541*60 1345%541*60 1475%541*60 1475%676* 60 1625%676*60 Vinp (V) 18V (36V)
Module weight 8.5kg 9.5kg 10.5kg 13.5kg 15.0kg Imp (A) 2.8 44 5.6 6.7 83 10.0 10.6
Nominal Voltage 12V Voc (V) 21.6V (432V)
Front cover Tampered glass+ARC glass / 3.2mm Isc (A) 3.0 4.8 6.0 72 9.0 10.8 114
Back sheet W hite / Black Cell 156* 156mm/ Mono
Frame Anodized aluminum alloy / Black / W hite Efficiency 21%
Junction box P65 / 1P75 Tolerance 0~+3%
Cables&Plug connectors 900mm / 2.5&4.0m / M C4 compatible / IP67 Surface PET / ETEE
STC:lrradiance 1000 W / m2 module temperature 25°C AM=1.5 Construction Eva+Solar Cell+Eva
NOCT:larradiance 800 W / m2 ambient temperature 20°C wind speed:lm/s FR4 PCB
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Flexible Solar Panel
M-Series

Flexible Solar Panel
H-Series

Features: Features:
* Robust construction

* Tamper-free screws or bonded
* Directly to surface

* Max 2.5cm Flexibility

* Rugged and Tough design

* Durable

* Versatile

* Salt water-resistance

* Max 35% Flexibility

* Aluminum / stainless steel substrate
* Salt water resistance

* Dupont ETFE coating

* UV resistance

* Highest translucent

* Tough

* Light weight and Durable

* Dispel high temperature quickly

* Stepped on in soft soled shoes

* Tamper-free screws or bonded directly to surface
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Can be used on slightly curved surfaces with a
maximum deflection of 2.5%. (See drawing below)
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CUSTOMIZED
Prrax (W) oW 20W 30W 40W S0W 60W TOW SOW Pmax (W) 50W 60W 80W 100W 120W 160W 200W
Virp (V) 18V (36V) Vmp (V) 18V (36V)
Imp (A) 2.78 3.33 4.44 5.56 6.67 8.89 11.11
Imp (A) 0.55 1.11 1.67 223 278 333 3.89 4.44
Voc (V) 21.6V (43.2V)
Voc (V) 21.6V (432V)
Isc (A) 3.00 3.60 4.80 6.00 7.20 9.60 11.99
Isc (A) 0.59 1.20 1.80 240 3.00 3.60 4.20 4.80
Size (mm) 500*665*4 625*%665*%4 720*665*4 975*%665*4 1135%665*4 1500*665*4 1600*830*4
Size (mm) 450%200*8 450%365*8 665*365*8 800*365*8 500*680*8 585%680*8 680*680*8 785%680*8
. Weight 1.8kg 2.01kg 2.4kg 3.0kg 3.45kg 6.2kg 7.6kg
Weight 1.0kg 1.8kg 2.5kg 3.0kg 3.5kg 4.0kg 4.5kg 5.0kg
Cell 156* 156mm/ Mono Cell 156*156mm/ Mono
Efficiency 21% Efficiency 21%
Tolerance 0~+3% Tolerance 0~+3%
Surface PET / ETFE Surface PET / ETFE
Construction Eva+Solar cell+Eva Construction EVA+Solar Cell+Eva
Backborad Aluminum/ Stainless steel / PCB Backborad Aluminum+Eva+Tpt
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Foldable Solar Panel Solar Blanket

Features: Features:

* Solar cell ultimate strength and efficiency
* Extra-thick 1680D canvas

* Reinforced eyelets

* Ultra light weight

* Roughness Scratch-resistant

* Detachable 5-stage digital PWM controller
* Anderson plug&cables

* Genuine 2 —year warranty
* 0-+3% Tolerance

* Solar cell ultimate strength and efficiency
* Extra-thick 1680D canvas

* Reinforced eyelets

* Ultra light weight

* Roughness Scratch-resistant

* Detachable 5-stage digital PWM controller
* Anderson plug&cables

* Genuine 2 —year warranty

* 0-+3% Tolerance

* Type-C Technology

* Built-in smart IC for Duable USB port

* Identify current speed up charging Automatically
* 18V DC output Directly

SPECIFICATION SPECIFICATION

Pmax (W) 40W 50W 60W 30W 100W 120W 150W 180w Pmax (W) 8OW 100W 120W 180W 200W 240W 300W
Vinp (V) 18V (36V) Vimp (V) 18V (36V)
Imp (A) 23 28 33 44 55 6.7 84 100 Imp (A) 440 5.50 6.70 10.00 11.20 13.40 16.70
Voc (V) 21.6V (432V) Voe (V) 216V (43.2V)
Isc (A) 24 30 36 48 60 72 00 1.0 Isc (A) 4.80 6.00 7.20 11.00 12.00 14.40 18.00
Folded Size (mm) 440%290%50 350%300%20 345%260*40 500%360%60 560%380%70 500%360%70 540%550%20 560*380*90 Folded Size (mm) 3504260440 4204290470 450%290* 130 400%30080 400*380°50 560420*50 560%420%60
Unfolded Size (mm) 1250%360*5 1190*350*4 1040%688*4 1440*500*4 1540*560*4 2190*500*4 1650*540%4 2580*560*4 Unfolded Size (mm) 1430*850*3 1720%840%4 1860%900%7 2280*788*2 1130%1590%5 1120%1680%8 1120%1210*5
Weight 1.7kg 1.8kg 2.5kg 5.0kg 6.0kg 7.0kg 7.5kg 8.3kg Weight 3.5kg 4lkg 5.1kg 5.5kg 6.7ke 6.8kg 8.5ke
Cell 156*156mm/ Mono Sunpower Mono Cell Mono Sunpower Mono Sunpower Sunpower
Efficiency 21% 23% 21% Efficiency 21% 23% 21% 23% 23%
Tolerance 0~+3% Tolerance 0~+3%
Surface PET / ETFE Surface PET / ETFE
Construction EVA+Solar Cell+Eva Construction Eva+Solar Cell+Eva
Backborad Fiber Glass PCB Backborad Fiber Glass PCB
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Solar Mobile Phone Charger

Solar Trickle Charger

Features: Features:
-

* Ultra Lightweight S e s
* Highest Efficency
* Fast charging

* Foldable design for easy transport
* Water resistant

* Highly Durable ETFE coating

* Ultra Lightweight

* Highest Efficiency

* Highly Durable: ETFE coating

* Alligator battery clamp and cigarette lighter plug

* Bright Solar Car battery maintainer can charge 12V batteries

* With the power of the sun and create energy

* Keep your battery topped up with solar power,even if the weather is
overcast or dull

* Good for vehicle of all sizes:Motocycles,Cars Trucks,RVs,and boats

Technical data:

Bright Solar 12V Solar Car Battery Charger is the perfect solution for charging the batteries of car,
motorcycles, automobiles, snowmobiles, tractors and more by solar when the battery is in the state
of losing power and power shortage, maintaining the battery effect, extending its usage life. Made
of durable ABS plastic and Monocrystalline silicon solar cells, this unit can charge devices in all
daylight conditions. Constructed with a built in blocking diode to prevent reverse discharge, this
solar panel is easy to install and completely maintenance-free.

SPECIFICATION

Pmax (W) TW 12w 14W 15W 18W 21W 25W 28W
Vmp (V) 5V
Pmax (W) 1.5W 2.4W 4.8W SW 7.5W 10W 15W 18W Imp (A) 1.40 2.40 2.80 3.00 3.60 4.20 5.00 5.60
Voc (V) 6V
Vip (V) 18V (24V)
Isc (A) 1.50 2.60 3.10 330 3.90 4.60 5.40 6.10
Imp (A) 0.125 0.20 0.40 0.416 0.625 0.830 1.25 1.50
Folded Size (mm) 230%163*20 190%275%22 290*160*18 250%190*18 275%190*28 290*160*26 290%200*30 290*190*40
Cell Mono Unfolded Size (mm) 320%230% 14 376%275% 16 320%290* 15 580%250%15 585%275%16 490*290*15 799%290% 15 660%290% 15
EfﬁCiCIle 21% Weight 0.42kg 0.55kg 0.61kg 0.65kg 0.65kg 0.70kg 0.75kg 0.82kg
Cell Mono Sunpower Mono Sunpower Mono Sunpower
Tolerance 0~+3%
Efficiency 21% 23% 21% 23% 21% 23%
Surface PET / ETFE Tolerance 0~+3%
. Surface PET / ETFE
Construction EVA+Solar Cell+Eva
Construction Eva+Solar Cell+Eva
Backboard PCB Backborad PCB
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Pmax: 60W 90w 150W 2 = - o
Vmp(V): 17.6 17.6 17.6 “
Ipm(A): 3.43 5.14 8.57
Voc(V): 21.1 21.1 21.1
Isc(A): 3.70 5.5 9.26
Efficiency(%): 17.26% 17.26% 17.26% Voltage 12V / 24V Voltage 12V /24V / 36V / 48V Voltage 12V /24V / 48V
Module size:  470*345*30mm  645*345*30mm  690*505*30mm Ampere SA/10A/20A/ 30A Ampere 10/:5//30/20/:0’* Ampere igi ggi ; 282
Weight: 8.75kg 11.23kg 16.14kg Type PWM Type - Type WM
Protection class P32 Protection class P32 Protection class P32
-
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Solar charge controlier
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P Voltage 12v Voltage 12V /24V ::ljj: mA/]’zo\; /2;11 40A
max: 60W Pmax: 80w Pmax: 100w Ampere 8A/12A/15A Ampere 10A /15A /20A T;pe T

Vmp(V): 17.6 Vmp(V): 17.8 Vmp(V): 17.8 Type PWM Type WM Protcction class P32

Ipm(A): 3.43 Ipm(A): 4.49 Ipm(A): 5.62 Protection class P67 Protection class P65 Control Phone Bluctooth

Voc(V): 21.1 Voc(V): 21.3 Voc(V): 21.3

Isc(A): 3.70 Isc(A): 4.85 Isc(A): 6.07

Efficiency(%): 17.26% Efficiency(%): 18.4% Efficiency(%): 18.40%

Module size : 520*670*30mm Module size : 550*505*30mm Module size : 505*650*30mm

Weight: 8.53kg Weight: 10.41kg Weight: 11.87kg

Watt 200W Watt 400W Watt 1000W
DC input voltage 12V / 24V DC input voltage 12V /24V DC input voltage 12V /24V / 48V
AC output voltage 230V AC output voltage 110V/ 230V AC output voltage 110V/ 230V
USB output S5V 2.1A USB output 5V 500mA Frequency 50Hz / 60Hz

Pmax: 120w Pmax: 160w Pmax: 200w

Vmp(V): 17.8 Vmp(V): 17.8 Vmp(V): 17.6

Ipm(A): 6.74 Ipm(A): 8.99 Ipm(A): 11.43

Voc(V): 21.3 Voc(V): 21.3 Voc(V): 21.3

Isc(A): 7 28 Isc(A): 9.71 Isc(A): 12.34 Watt 2000W Watt 3000W Watt 4000W
Efficiency(%): 18.40% Efficiency(%): 18.40% Efficiency(%): 17.26% DC input voltage 12V /24V / 48V DC input voltage 12V /24V / 48V DC input voltage 12V /24V / 48V
Vieails S 2 505*770*35mm Modulolsize: 1005*505*35mm Mkl st o 670*1005*35mm AC output voltage 110V/ 230V AC output voltage 110V/ 230V AC output voltage 110V/ 230V
Weight: 13.62kg Weight: 17.45kg Weight: 22.12kg USB output 5V 500mA USB output 5V 500mA USB output 5V 500mA
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Size 150*150*65mm Size 180*85*60mm Size 530x130x75mm
Weight 1kg Weight 0.4kg Weight 1.5kg
Material ABS, UV resistance Material ABS,UV resistance Material ABS,UV resistance
Specifcation MC4 Specifcation 2t01 Specifcation 3to1 Specifcation 4101 Color White /Black Color White/Black Color White/Black
Packing 1Set /box Packing 1Set /box Packing 1Set /box
Material PC Material PC Material PC Material PC
Color Black Color Black Color Black Color Black
Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1 Pair/Bag
m §\ Size 650x130x75mm For panel width 473 / 484 / 508/639/620mm RV rack w/ folding titt legs
]\\/)[\;zt;h; s L}\;‘i&s — Mounting for 140-300 W solar panels Made of aluminum
> Iron and black painting of surface - -
Color White /Black packing | o~ Stainless steel screws included
Packing 1Set /box Packing I 1Set /box
Specifcation S5tol Specifcation 6tol Specifcation Y2tol Specifcation Y3tol
Material PC Material PC Material PC Material PC —
BN
Color Black Color Black Color Black Color Black = e
- s
Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1 Pair/Bag
=
( | e RV rack w/ folding tilt legs RV rack w/ folding tilt legs RV rack w/ folding tilt legs
p— ; Made of aluminum Made of aluminum Made of aluminum
Stainless steel screws included Stainless steel screws included Stainless steel screws included
Packing 1Set /box Packing 1Set /box Packing 1Set /box
— 2
Specifcation Y4tol Specifcation 3tol Specifcation | Cigar lighter Specifcation | Cigar lighter P “" )
Material PC Material PC Material PC Material PC
Color Black Color Black Color Black Color Black
. . - . . . Size 11.2*6.1*3.6cm Size 11.3%9.3*3.9cm |
Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1 Pair/Bag Weight 0.06kg Weight 0.08kg
Material ABS Material ABS Slka Gule and Clearner
Color White /Black Color White /Black Packing | 1Set /box
Packing 1Set /box Packing 1Set /box
B, Model Name Material Picture Model Name Material Picture Model Name Material Picture
Ml el BS-1K-01 $/S304 ~ BS-IK-03 /8304 -~ BS-EC-A30A | AL 6005-T5 ;‘
",g’-"" g -{*‘\ 5
S x
BSL-C0035 AL 6005-T5 / BS-IK-04 S/S304 }m BS-IC-AU30A | AL 6005-T5 \‘A
Specifcation | Battery clamp Specifcation | Bare strip wire Specifcation | Anderson Specifcation 2.5m? Cable BSL-C0033 /5304 NS BS.IK.05 AL 6005.T5 é BS.IK.02 $/S304 i
Material PC Material PC Material PC Material PC o .
Color Black Color Black Color Gray Color Black | - &
BS-IK-06 AL 6005-T5 "" > BS-IK-07 S/S304 . i BS-IK-10 S/S304
Packing 1 Pair/Bag Packing 1 Pair/Bag Packing 1Pair/Bag Packing 1Set/Bag =Y =%
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